
Roof Panel
General configuration
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Panel to floor secured with

32x14 screws into white plugs

flush face

Partition

Panel to floor secured with

32x14 screws into white plugs

flush face

Partition

flush face

Panel to floor secured with

32x14 screws into white plugs

Partition

Mullions to floor -
2 number M12 x
50mm Parabolts Tw
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Recommended Tools:

Normal Tool kit comprising Spanners, Pliers, Screwdrivers,
Hacksaws, Hammer, & Pop Rivet Pliers for 4mm pop rivets etc.
Masonry Drill Bits (7mm, 8mm and 12mm diameter).
Jobber Drill Bits (4mm, 8.5mm and 10.5mm diameter).
Electrical Power Tools such as Drills, Jig Saws, Extension Leads,
Lamps etc.
Tape Measure.
Spirit Level/Plumb Line.
Chalk Line.
Access equipment as required (Step Ladders, Towers, Scissor lift,
Boom lift).
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Panels bolted together w
ith M8 x 20 Nut & bolt fix

ings
Panels bolted together w

ith M8 x 20 Nut & bolt fix
ings

Panels bolted together w
ith M8 x 20 Nut & bolt fix

ings
Top cap channel and welded angle fitt

ed on top of partiti
on panels and drille

d on

site by installers and bolted through top of panels with M8 x 20 Nut & Bolt fix
ings

Top cap channel welded angle drille
d on site by installers and roof

panels bolted through side of angle with M8 x 20 Nut & Bolt fix
ings

Top cap channel and welded angle fitted on top of partition panels and drilled on

site by installers and bolted through top of panels with M8 x 20 Nut & Bolt fixings

Top cap channel welded angle drilled on site by installers and roof

panels bolted through side of angle with M8 x 20 Nut & Bolt fixings

Roof panel

Roof panel

Roof panel

Welded angle &
top cap channel

Welded angle &
top cap channel

Partiti
on

Partiti
on flush face

flush face

flush face
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